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The SPEDO 8200 DESCENDING STACKER  

• Stacks up-to 2000 A3 forms (80gsm). 

• Adjustable in-feed conveyor speed. 

• Automatic tray return. 

• Can process 1-up and 2-up forms 

• Systems control allows the operator to pause the system from the stacker.  

• Boosting and Batching facility for improved performance. 
 
 

 
PAPER FORMAT: 
Paper Weight: 40 – 300gsm 
Max Width: 19” (495mm) 
Min Depth: 5” (127mm) 
Max Depth: 14” (356mm) 
 

PERFORMANCE: 
Infeed Speed: upto 100ft/min 
Max Stack Height: 250mm 
Capacity: 2000 forms (80gsm) 
 

  

POWER REQUIREMENT: 
Voltage 230 VAC 
Current 1.7 Amps 
Power  400 Watts 
 

DIMENSIONS: 
730mm x 1070mm x 1040mm  
(W x L x H)  

 

The SPEDO 8200 DESCENDING STACKER has been designed to run 

in-line with the Spedo range of continuous forms cutters. 
 
Cut sheets are accepted from the forms cutter and shingled 
and stacked to produce a neat stack ready for finishing. 
 
Using the Spedo cutters boost / batch function, stacks can 
be taken away quickly with only a minimum delay thus 
increasing productivity. 

 

 


